














LIGHT FIXTURE LIGHT FIXTURE

MUST BE (NOT BY RULON)
INDEPENDENTLY

SUPPORTED

CLIPRAIL SECTION
TO SUPPORT CUT
EDGES OF WOOD
STRIPS MUST BE
PLACED
ADJACENT TO
LIGHT FIXTURE
ENDS
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#12-GAUGE HANGER
WIRE (NOT BY RULON\

CROSS T-RAIL
(NOT BY RULON)

HOLD-DOWN STRUT,

LT #12-GAUGE SPLAY

WIRES INSTALLED
ACCORDING TO LOCAL
SEISMIC CODE
REQUIREMENTS
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SECTION THROUGH BOARDS

NOTE: SUSPENSION SYSTEM TO BE INSTALLED
ACCORDING TO LOCAL SEISMIC CONDITION
CODE REQUIREMENTS. SUSPENSION SYSTEM

NOT BUY RULON.
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SECTION THROUGH CLIPRAIL

AT THE CLIP CLOSEST TO THE END OF
EACH CEILING BOARD, SCREW THROUGH
HOLE PROVIDED IN CLIP INTO CEILING
BOARD (BOTH ENDS OF EACH BOARD)
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FACTORY-INSTALLED
REINFORCEMENT

CONCAVE RADIUS

TO DESIRED RADIUS

REINFORCING ROD CRIMPED
TIGHTLY IN PLACE

/' CLIPRAIL NOTCHED AND BENT
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CONVEX RADIUS

FACTORY-INSTALLED
REINFORCEMENT

— FIBERFELT SPACER

CLIPRAIL NOTCHED
AND BENT TO DESIRED
RADIUS

FIBERFELT

SPACER

REINFORCING ROD CRIMPED
TIGHTLY IN PLACE
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BUILDING
STRUCTURE

L-BRACKET
4' 0.C. MAX.
(NOT BY
RULON)
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2V5" MIN —

\ RULON WOOD RULON CLIPRAIL

CEILING

SECTION THROUGH CLIPRAIL
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SECTION THROUGH BOARDS
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FACTORY-ATTACHED
CLIPS. PRE-POSITIONED
FOR EASE OF
INSTALLATION.

RULON CLIPRAIL
(FURNISHED IN
12' LENGTHS.)
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BLACK FIBERFELT SPACER LINEAR BOARD
(FACTORY-ATTACHED TO
ONE BOARD)
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FACTORY-ATTACHED
CLIPS. PRE-POSITION
FOR EASE OF
INSTALLATION.

RULON CLIPRAIL
(FURNISHED IN
12' LENGTHS.)
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41/2"

[
1/8" THICK HARDBOARD SPACER - — LINEAR BOARD

INSERT SEQUENTIALLY WITH
CEILING BOARDS AS INSTALLATION
PROCEEDS
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